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Series

Relief Valves

Mounting Surface
EBG-03 : ISO 6264-AR-06-2-A 
EBG-06 : ISO 6264-AS-08-2-A

N S

13.5
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(1.03)
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(1.42)
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EBG-03

EBG-06

197.5
(7.78)

205.5
(8.09)
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(2.12)
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(1.66)
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(2.99)
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122
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(.44)
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(.55)

117.6
(4.63)

119.5
(4.70)

53.8
(2.12)
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(2.76)

Model Numbers
A B C D E F H J K

Dimensions    mm (Inches)

Pressure Adj. Screw 
for Safety Valve 
3(.12) Hex.Soc.

INC.

216(8.50)Fully Extended Lock Nut 
10(.39) Hex.

39
(1.54)

"Q" Dia. Through 
"S" Dia. Spotface 

4 Places

Pressure Port "P"

Tank Port "T"
The direction can be altered 
to every 90 degree angles.

27.5
(1.08)

Cable Departure 
Cable Applicable: 
 Outside Dia.      8-10 mm (.31 - .39 in.) 
 Conductor Area 

2  Not Exceeding 1.5 mm  
    (.0023 sq. in.)
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Mounting Surface 
(O-Rings Furnished)

H

D

J
F E

B C

A

Manual Pressure 
Adj. Screw 

3(.12) Hex.Soc.

INC.

6
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K

6 (.24) Dia. Locating Pin

48
(1.89)

Connector
  The direction can be altered 
  to every 90 degree angles.
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Air Vent 3(.12) Hex. Soc. 
3 Places

EBG-     - -51/5190

With Safety Valve

For other dimensions, refer to the without safety valve.

Without Safety Valve

03
06

EBG-     - -T-51/519003
06

This port is not used.  It is provided 
because of the common use of the body
with the low-noise type pilot operated 
relief valve. 
On the sub-plate, plug the port which 
corresponds to this port.

DIMENSIONS IN 
MILLIMETRES (INCHES)

Note: For valve mounting surface dimensions, see the dimensional drawings of sub-plates (p.213) in common use.




